SUB: RE-TENDER DOCUMENT FOR PROCUREMENT OF AUDIOLOGY EQUIPMENTS FOR CRC NELLORE- REG.

TECHNICALBID

You are requested to submit your offer as per our specification, terms and conditions online through e-procurement under two bid system (technical and financial bid) separately to be quoted as mentioned below:

<table>
<thead>
<tr>
<th>Specification</th>
<th>Qty</th>
<th>Offered Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>PAEDIATRIC AUDIOMETER</strong></td>
<td>01</td>
<td></td>
</tr>
<tr>
<td>The Paediatric Audiometer is a free field audiometer designed for trained healthcare professionals involved in testing young children. It features one hand operation, silent buttons and a variety of light and sound stimuli.</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Standards: IEC 60645-1, Type 5 Sound Pressure Level of the loudspeaker: ISO 389-7 Sound Pressure Level of the headphone: ISO 389-1</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Power: Batteries: 3 x AA, LR6 or Mignon. Alkaline or rechargeable (NiMH or NiCa).</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Frequencies: 500, 1000, 2000, 3000, 4000 Hz.</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Stimuli: Warble Tone, NB, WN.</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Intensities: Distance 50 cm: 30 – 80 dB HL in 10 dB steps, Warble Tone and WN 20 – 70 dB in NB Distance 16 cm: increases the indicated intensity by 10 dB</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Warble Frequency: 5 Hz, □ 5%.</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Stimulation using TDH39S: Pure Tone: 500, 1000, 2000, 3000 and 4000 Hz. Intensities of 30 – 80 dB (independent calibration applied when TDH39 is connected).</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Sound Source: Built in loudspeaker or headphone TDH39S (independent calibration registers).</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Light Stimulation: 3 LED’s arranged in a triangle, flash speed 5 Hz.</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Tone and Light Stimulation: Silent touch switch.</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
Approximate Battery Lifetime: The battery lifetime using Alkaline battery type: With the instrument switched off: 12 months with 80 dB tone switched on: 10 hours with 80 dB tone and light switched on: 4 hours

Dimensions: L x W X H: 25 x 7 x 5 cm / 9.8 x 2.7 x 2 inches Weight: 0.36 kg incl. batteries

1.02 NEWBORN AABR/OAE SCREENER

It is a sleek, handheld, comprehensive new-born hearing screening instrument, featured with a touch screen display and intuitive software in a compact hardware design. It may be configured with any combination of AABR, TEOAE, and DPOAE which allows for seamless two stage infantscreening.

DIMENSIONS AND WEIGHT W x D x H: 3.3 in x 6.2 in x 0.8 in (15.8 cm x 8.3 cm x 1.9 cm)

Display: 272 x 480 px / color Weight: 0.6 lb (265 g)

GENERAL SPECIFICATIONS User Interface: Resistive touch screen

User Feedback: Integrated speaker

Language Settings: English, default (15 options)

Memory: 1GB Data Interfaces: USB, Bluetooth® Start Up Time: <5 sec

Battery: Li-ion battery 44794; Capacity: 3.7V/3850 mAh Warm Up Time: No warm-up time necessary after boot

INSTRUMENT SPECIFICATIONS – AABR

Test Signals: CE-Chirp®

Stimulus Rate: 88/sec left ear, 92.5/sec right ear Stimulus Level: 35 dB nHL (default protocol)

Data Collection: 22 kHz sample rate, 24 bit

PREAMPLIFIER EEG Filter: 0.5 Hz – 5.0 kHz Gain: 72 dB CMRR: >100 dB at 100Hz

INSTRUMENT SPECIFICATIONS – OAE DPOAE Stimulus

Frequencies: 2000, 3000, 4000, 5000 Hz Stimulus

Frequency Range: 1500 - 6000 Hz Nominal Frequency, F2/F1 Ratio:

F2, 1.22 Level L1/L2: 65/55 dB SPL

TEOAE Stimulus Type: Non-Linear Click (according to IEC 60645-3) Stimulus Frequency Range: 1000 – 4000 Hz Stimulus Level: 83 dB peSPL, peak to peak calibrated, AGC controlled

Terms & Conditions

1. The price quoted should be inclusive of all taxes.

2. The bids should be submitted on or before 01.09.2020 by 1500 hrs through e-procurement and date of opening 02.09.2020 at 1500 hrs.

3. The tender is required to be submitted through e-procurement online under two bid system (Go to website www.eprocure.gov.in/eprocure, click on tenders by organization and select National Institute for the Mentally Handicapped).
4. The cost of the Earnest Money Deposit of Rs.18000/- (Rupees Eighteen Thousand Only) the amount may be transferred through RTGS to “NIEPID Institution, A/c No. 3631010100000025, IFSC Code – PUNB0453800, Punjab National Bank, Manovikasnagar, Secunderabad – 500 009 on or before opening of the tender. The details of UTR No. is required to be submitted online.

5. The successful bidder shall have to deposit a performance security deposit @ 7% of the total value of the order in the form of Demand Draft/Bank Guarantee which should be valid for over and above two months of completion of work/supply or the warranty period.

6. The following documents will be checked for technical scrutiny:
   a) Technical bid form duly filled as per the format in the tender document should be submitted along with tender document.
   b) Shall submit 03 similar work orders of the value of Rs5 lakhs and above for each order from different organizations executed in the last 03 years.
   c) Shall have firm registration certificate (Attach copies).
   d) Annual financial statement of company for last 3 years authorized by CA.
   e) Acceptance certificate of technical bid as per Annexure-1.
   f) Acceptance certificate of financial bid as per Annexure-2.
   g) Details of EMD submitted.
   h) GST/VAT/CST Certificate of the firm to be attached
   i) PAN details to be attached
   j) All the pages should be serially numbered, signed and stamped. Indicate the total no. of pages submitted.
   k) Compliance report of technical specification along with brand and catalogue if any.

7. All the above documents are required along with the technical bid.

8. The price quoted by the tenderer should be firm and inclusive octroi, freight and forwarding charges, handling charges, loading insurance charges, any other tax/charges inclusive of VAT/GST. No tenderer shall be allowed to revise its original price.

9. The material should conform to the specification given.

10. Delivery should be made by you free of cartage at CRC, Kanupur Bit-2, Chavatapalem Post, Venkatachalam Mandal, Nellore - 524320

11. No advance payment will be made. However the payment will be made after 30 days on inspection of materials to our satisfaction.

12. The work should be completed within 30 days.

13. The decision of competent authority is final to accept or reject the Tender or relax the conditions of the tender.

14. The competent authority has right to relax the tender conditions.

15. IT/GST TDS will be deducted as per rules.

16. Demurrage charges will be made for delayed supply @ 0.5% per week.

17. MSME Registered firms are exempted from EMD.

18. For any tender query, you may contact through email at niepid.purchase@gmail.com, nimh.dda@gmail.com or through telephone at 040-27751741 Extn. 258 during working hours.
<table>
<thead>
<tr>
<th>SI No.</th>
<th>Description</th>
<th>Submitted</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td><strong>Description</strong></td>
<td><strong>Yes/No</strong></td>
</tr>
<tr>
<td></td>
<td>Indicate the Page No. Where the copy attached In the tender document</td>
<td></td>
</tr>
<tr>
<td>1.</td>
<td>Name of the Firm:</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Head Office Address: Branches</td>
<td></td>
</tr>
<tr>
<td></td>
<td>Tel. No. Fax No. e-mail web site, if any</td>
<td></td>
</tr>
<tr>
<td>2.</td>
<td>Kind of proprietorship:</td>
<td></td>
</tr>
<tr>
<td></td>
<td>(i) If limited concern, name and address of Directors and Managing Directors</td>
<td></td>
</tr>
<tr>
<td></td>
<td>(ii) If single owner, name and address of the proprietor and Manager</td>
<td></td>
</tr>
<tr>
<td></td>
<td>(iii) If partnership, name and addresses of partners</td>
<td></td>
</tr>
<tr>
<td>3.</td>
<td>Shall submit 03 similar work orders of the value of Rs5 lakhs and above for each order from different organizations executed in the last 03 years.</td>
<td></td>
</tr>
<tr>
<td>4.</td>
<td>Shall have firm registration certificate (Attach copies).</td>
<td></td>
</tr>
<tr>
<td>5.</td>
<td>Annual financial statement for last 3 years authorized by CA.</td>
<td></td>
</tr>
<tr>
<td>6.</td>
<td>Acceptance certificate of technical bid as per Annexure-1.</td>
<td></td>
</tr>
<tr>
<td>8.</td>
<td>Details of EMD submitted.</td>
<td></td>
</tr>
<tr>
<td>9.</td>
<td>GST/VAT/CST Certificate of the firm to be attached</td>
<td></td>
</tr>
<tr>
<td>10.</td>
<td>PAN details to be attached</td>
<td></td>
</tr>
<tr>
<td>11.</td>
<td>All the pages should be serially numbered, signed and stamped. Indicate the total number of pages submitted.</td>
<td></td>
</tr>
<tr>
<td>12.</td>
<td>Compliance report of technical specification along with brand and catalogue if any</td>
<td></td>
</tr>
</tbody>
</table>
ACCEPTANCE CERTIFICATE

FOR TECHNICAL BID

I............................................(designation)...........................................................,of (Name of the Company).................................................................................................................. hereby accept the above mentioned Terms & Conditions for Procurement of Audiology Equipments for CRC Nellore.

Date:

Place:  

Signature & Company Seal
## Financial Bid

Financial Bid is required to be submitted in BOQ format only as per e-procure online only.

<table>
<thead>
<tr>
<th>Specification</th>
<th>Qty</th>
<th>Rate</th>
<th>GST</th>
<th>Total Amount</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.01 PAEDIATRIC AUDIOMETER</td>
<td>01</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>The Paediatric Audiometer is a free field audiometer designed for trained healthcare professionals involved in testing young children. It features one hand operation, silent buttons and a variety of light and sound stimuli. Standards: IEC 60645-1, Type 5 Sound Pressure Level of the loudspeaker: ISO 389-7 Sound Pressure Level of the headphone: ISO 389-1. Power: Batteries: 3 x AA, LR6 or Mignon. Alkaline or rechargeable (NiMH or NiCa). Frequencies: 500, 1000, 2000, 3000, 4000 Hz. Stimuli: Warble Tone, NB, WN. Intensities: Distance 50 cm: 30 – 80 dB HL in 10 dB steps, Warble Tone and WN 20 – 70 dB in NB Distance 16 cm: increases the indicated intensity by 10 dB. Warble Frequency: 5 Hz, □ 5%. Stimulation using TDH39S: Pure Tone: 500, 1000, 2000, 3000 and 4000 Hz. Intensities of 30 – 80 dB (independent calibration applied when TDH39 is connected). Sound Source: Built in loudspeaker or headphone TDH39S (independent calibration registers). Light Stimulation: 3 LED’s arranged in a triangle, flash speed 5 Hz. Tone and Light Stimulation: Silent touch switch. Approximate Battery Lifetime: The battery lifetime using Alkaline battery type: With the instrument switched off: 12 months with 80 dB tone switched on: 10 hours with 80 dB tone and light switched on: 4 hours Dimensions: L x W X H: 25 x 7 x 5 cm / 9.8 x 2.7 x 2 inches Weight: 0.36 kg incl. batteries</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
**NEWBORN AABR/OAE SCREENER**

It is a sleek, handheld, comprehensive new-born hearing screening instrument, featured with a touch screen display and intuitive software in a compact hardware design. It may be configured with any combination of AABR, TEOAE, and DPOAE which allows for seamless two stage infantscreening.

**DIMENSIONS AND WEIGHT**

W x D x H: 3.3 in x 6.2 in x 0.8 in (15.8 cm x 8.3 cm x 1.9 cm)
Display: 272 x 480 px / color
Weight: 0.6 lb (265 g)

**GENERAL SPECIFICATIONS**

User Interface: Resistive touch screen
User Feedback: Integrated speaker
Language Settings: English, default (15 options)
Memory: 1GB
Data Interfaces: USB, Bluetooth®
Start Up Time: <5 sec
Battery: Li-ion battery 44794; Capacity: 3.7V/3850 mAh
Warm Up Time: No warm-up time necessary after boot

**INSTRUMENT SPECIFICATIONS – AABR**

Test Signals: CE-Chirp®
Stimulus Rate: 88/sec left ear, 92.5/sec right ear
Stimulus Level: 35 dB nHL (default protocol)
Data Collection: 22 kHz sample rate, 24 bit
PreAmpLIFIER EEG Filter: 0.5 Hz – 5.0 kHz
Gain: 72 dB
CMRR: >100 dB at 100Hz

**INSTRUMENT SPECIFICATIONS – OAE DPOAE**

Stimulus
Frequencies: 2000, 3000, 4000, 5000 Hz
Stimulus Frequency Range: 1500 - 6000 Hz
Nominal Frequency, F2/F1 Ratio: F2, 1.22
Level L1/L2: 65/55 dB SPL
TEOAE Stimulus Type: Non-Linear Click (according to IEC 60645-3)
Stimulus Frequency Range: 1000 – 4000 Hz
Stimulus Level: 83 dB peSPL, peak to peak calibrated, AGC controlled

---

Tender Inviting Authority
Annexure-2

ACCEPTANCE CERTIFICATE

FOR FINANCIAL BID

I............................................(designation)...........................................................,of (Name of the Company)................................................. hereby accept the above mentioned Terms & Conditions for Procurement of Audiology Equipment for CRC Nellore.

Date:

Place: Signature & Company Seal